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DETAIL NOTES:

1. THE FIRE PROTECTION CONTRACT SHALL BEGIN APPROXIMATELY
5 FEET FROM THE BUILDING.

2.  WATER LINE SHALL PENETRATE THROUGH THE WALL ABOVE THE
FOOTER.

FIRE WATER SERVICE - FOOTING

WALL PENETRATION DETAIL

'—a:-a:-a:-a—:]% RESTRAINING RODS IN ACCORDANCE
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PROVIDE WALL SLEEVE AND PACK /l/ _Jl/__
ANNULAR SPACE WITH WATERTIGHT
SEALING SYSTEM, CAULK BOTH
SIDES. WHERE EXPOSED PAINT
INTERIOR TO MATCH FINISH

GALAVANIZED DRAIN PIPE WITH
GALVANIZED 45" ELBOW. SIZED
IN ACCORDANCE WITH NFPA 13

GALVANIZED PIPE AND
FITTINGS UP TO DRAIN

FINISHED _, i
GRADE — 8" TO 12 COLLAR OR FRICTION
CLAMP TO SECURE
—l "RISER” AND
"DISCHARGE” IN—PLACE

SPLASH BLOCK /

GALVANIZED WALL PLATE
SECURED WITH SET SCREW

/ 4\ __DRAIN DISCHARGE DETAIL

W NO SCALE

WALL PLATE

AUTO. SPKR.
—— CAP AND CHAIN

CHECK VALVE T
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TO HEADER IN )
FIRE PUMP ROOM ~—{/

COLLAR OR FRICTION CLAMP TO 4 1@ ——-
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SECURE "RISER” IN—PLACEN .

PACK ANNULAR SPACE WITH WATERTIGHT
SEALING SYSTEM, CAULK BOTH SIDES = |

FIRE DEPARTMENT
CONNECTION

BALL DRIP — % 42"
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DRAIN TO OUTSIDE £
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FIRE DEPARTMENT CONNECTION
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/2 FLUSH MOUNT DETAIL
&%

TO WET PIPE
SPRINKLER ZONE

WATER FLOW
SWITCH
TO DRAIN '. TO FIRE DEPARTMENT
OR DRAIN CONNECTION. REFER TO FIRE
RISER I- DEPARTMENT CONNECTION DETAIL
PRESSURE GAUGE

(TYP)

RETARD CHAMBER

RESTRICTION ORIFICE
DRIP CUP

A

\_MAIN DRAIN DOUBLE DETECTOR
TO EXTERIOR / CHECK ASSEMBLY

0S&Y CONTROL

VALVE (TYP)

2'-0" BOP

:— WATER SERVICE

ALARM CHECK VALVE/WET
PIPE RISER DETAIL
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DETAIL NOTE: THE TEST VALVE SHOULD BE LOCATED L o36 |

/ PIPE HANGER
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L conneer To enp oF
MOST HYDRAULICALLY
REMOTE SPRINKLER

BRANCHLINE
~—EXTERIOR WALL
FINISHED FLOOR
PACK ANNULAR SPACE WITH WATERTIGHT
TEST VALVE IN READILY | SEALING SYSTEM, CAULK BOTH SIDES. WHERE
ACCESSIBLE LOCATION —t=, EXPOSED PAINT INTERIOR TO MATCH FINISH

45" ELBOW DISCHARGE
/—SMOOTH BORE CORROSION—RESISTANT OUTLET GIVING
F

COLLAR OR FRICTION CLAMP
TO SECURE PIPE IN PLACE—

GALVANIZED TEST PIPE SIZED IN
ACCORDANCE WITH NFPA 13 ——— || —CONCRETE SPLASHBLOCK

GALVANIZED WALL PLATE 1] ”
SECURED WITH SET SCREW

FINISHED FLOOR —l

LOW EQUIVALENT TO ONE SPRINKLER HEAD

~—

FINISHED GRADE

GALVANIZED TEST PIPE WITH
GALVANIZED 45" ELBOW.
SIZED IN ACCORDANCE WITH

AT AN ACCESSIBLE POINT NOT MORE

THAN 5 FEET ABOVE THE FLOOR AND AT
NOT EXPOSED TO FREEZING. NOT

LESS THAN 4 FEET OF EXPOSED TEST

PIPE IN WARM ROOM BEYOND VALVE

WHERE PIPE EXTENDS THROUGH WALL

TO OUTSIDE IN ACCORDANCE WITH

NFPA 13.

WET PIPE SYSTEM INSPECTOR’S
TEST CONNECTION DETAIL
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DETAILS - FIRE PROTECTION
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